








10

  
– – –
– – –
– – –
– – –
– – –

UP
P1

5A
1

UP
P2

5A
1

UP
P3

5A
1

FE CN 12
~12

0.4 CNMG 120404 FE1 … 560548 560549 560550
0.8 CNMG 120408 FE1 … 558163 558171 560557

MN

CN 12
~12

0.4 CNMG 120404 MN1  … 560554 560555 560556
0.8 CNMG 120408 MN1 … 558172 558173 558174
1.2 CNMG 120412 MN1  … 560562 560563 560564

CN 16
~16

0.8 CNMG 160608 MN1  … 560664 560665 560666

RV CN 12
~12

0.8 CNMG 120408 RV1 … 558176 558177 558178
1.2 CNMG 120412 RV1 … 560571 560572 560573

UPP15A1 UPP25A1 UPP35A1

P M P M P M

FE 250-450 – 130-300 – 100-220 –

MN 250-450 – 130-300 – 100-220 –

RV 250-450 – 130-300 – 100-220 –

6

5

4

3

2

1

a p

f 0.1 0.2 0.3 0.4 0.5 0.6

6

5

4

3

2

1

a p

f 0.1 0.2 0.3 0.4 0.5 0.6

CNMG … ISO-P

P
FE MN RV80°

HM

vc (m/min)

 2

M

FE:	  15A1 / 35A1 (R 0.8)
MN:	  15A1 / 35A1 (R 0.8)
RV:	  15A1 / 25A1 / 35A1 (R 0.8)

FE:	  25A1 (R 0.4)
MN:	  25A1 (R 0.4)

Application range

Legend �����������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������

Coated

 More wear-resistant
Tougher 

Geometry Size R Order designation

Art. no.

ISO P – Steels
ap (mm) / f (mm/U)

ISO P – Steels
ap (mm) / f (mm/U)
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  
  
– – –
– – –
– – –
– – –

UM
P2

0A
1

UM
P3

0A
1

UM
P4

0B
1

FE CN 12
~12

0.4 CNMG 120404 FE1 … 559948 559949 559950
0.8 CNMG 120408 FE1 … 559946 558179 559947

MN CN 12
~12

0.4 CNMG 120404 MN1 … 559952 559953 559954
0.8 CNMG 120408 MN1 … 558180 558181 558182
1.2 CNMG 120412 MN1 … 559960 559961 559962

RV

CN 12
~12

0.8 CNMG 120408 RV1 … 558183 558184 558185
1.2 CNMG 120412 RV1 … 559963 559964 559965

CN 16
~16

1.2 CNMG 160612 RV1 … 559976

UMP20A1 UMP30A1 UMP40B1

P M P M P M

FE 90-210 120-240 80-180 100-200 60-160 80-180

MN 90-210 120-240 80-180 100-200 60-160 80-180

RV 90-210 120-240 80-180 100-200 60-160 80-180

6

5

4

3

2

1

a p

f 0.1 0.2 0.3 0.4 0.5 0.6

6

5

4

3

2

1

a p

f 0.1 0.2 0.3 0.4 0.5 0.6

CNMG … ISO-M

FE MN RV
M

80°
HM

vc (m/min)

 2

M

FE:	  20A1 / 30A1 / 40B1 (R 0.8)
MN:	  20A1 / 30A1 / 40B1 (R 0.4)
RV:	  20A1 / 30A1 / 40B1 (R 0.8)

FE:	  20A1 / 30A1 / 40B1 (R 0.8)
MN:	  20A1 / 30A1 / 40B1 (R 0.4)
RV:	  20A1 / 30A1 / 40B1 (R 0.8)

Application range

Legend �����������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������

Coated

 More wear-resistant
Tougher 

Geometry Size R Order designation

Art. no.

ISO P – Steels
ap (mm) / f (mm/U)

ISO M – Stainless steels
ap (mm) / f (mm/U)
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  
– – –
– – –
– – –
– – –
– – –

UP
P1

5A
1

UP
P2

5A
1

UP
P3

5A
1

FE

~11
DN 11 0.4 DNMG 110404 FE1 … 560986

~15
DN 15 0.4 DNMG 150404 FE1 … 560694

0.8 DNMG 150408 FE1 … 560697
0.8 DNMG 150608 FE1 … 560702

MN

~11
DN 11 0.4 DNMG 110404 MN1 … 560689 560690

0.8 DNMG 110408 MN1 … 560691 560693

~15
DN 15

0.4 DNMG 150404 MN1 … 560695 560696
0.8 DNMG 150408 MN1 … 560698 560699
1.2 DNMG 150412 MN1 … 560700 560701

0.8 DNMG 150608 MN1 … 560708 560710
1.2 DNMG 150612 MN1 … 560712 560713

UPP15A1 UPP25A1 UPP35A1

P M P M P M

FE – – 130-300 – – –

MN 250-450 – 130-300 – – –

6

5

4

3

2

1

a p

f 0.1 0.2 0.3 0.4 0.5 0.6

6

5

4

3

2

1

a p

f 0.1 0.2 0.3 0.4 0.5 0.6

DNMG … ISO-P

PHM

vc (m/min)

 2

M

FE:	  25A1
MN:	  15A1  (110404)
	  15A1 / 25A1 (150608/150612)

MN:	  15A1 / 25A1 (110408)

55° FE MN

Application range

Legend �����������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������

Coated

 More wear-resistant
Tougher 

Geometry Size R Order designation

Art. no.

ISO P – Steels
ap (mm) / f (mm/U)

ISO P – Steels
ap (mm) / f (mm/U)
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  
  
– – –
– – –
– – –
– – –

UM
P2

0A
1

UM
P3

0A
1

UM
P4

0B
1

FE

~11
DN 11 0.4 DNMG 110404 FE1 … 560500 560501

~15
DN 15 0.8 DNMG 150408 FE1 … 560872 560873

0.8 DNMG 150608 FE1 … 560876 560877

MN

~11
DN 11 0.4 DNMG 110404 MN1 … 560870

0.8 DNMG 110408 MN1 … 560871

~15
DN 15

0.8 DNMG 150408 MN1 … 560874
1.2 DNMG 150412 MN1 … 560875

0.8 DNMG 150608 MN1 … 560878
1.2 DNMG 150612 MN1 … 560879

UMP20A1 UMP30A1 UMP40B1

P M P M P M

FE 90-210 120-240 80-180 100-200 – –

MN – – 80-180 100-200 – –

6

5

4

3

2

1

a p

f 0.1 0.2 0.3 0.4 0.5 0.6

6

5

4

3

2

1

a p

f 0.1 0.2 0.3 0.4 0.5 0.6

DNMG … ISO-M

MHM

vc (m/min)

 2

M

FE:	  20A1 / 30A1
MN:	  30A1   
		   30A1 (110404)

FE:	  20A1 / 30A1
MN:	  30A1   
		   30A1 (110404)

55° FE MN

Application range

Legend �����������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������

Coated

 More wear-resistant
Tougher 

Geometry Size R Order designation

Art. no.

ISO P – Steels
ap (mm) / f (mm/U)

ISO M – Stainless steels
ap (mm) / f (mm/U)
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  
– – –
– – –
– – –
– – –
– – –

UP
P1

5A
1

UP
P2

5A
1

UP
P3

5A
1

FE

~6
WN 6 0.4 WNMG 060404 FE1 … 560667

~8
WN 8 0.4 WNMG 080404 FE1 … 560675

0.8 WNMG 080408 FE1 … 560678

MN

~6
WN 6 0.4 WNMG 060404 MN1 … 560668 560669

0.8 WNMG 060408 MN1 … 560673 560674

~8
WN 8

0.4 WNMG 080404 MN1 … 560676 560677
0.8 WNMG 080408 MN1 … 560679 560680
1.2 WNMG 080412 MN1 … 560681 560682

UPP15A1 UPP25A1 UPP35A1

P M P M P M

FE 250-450 – 130-300 – – –

MN 250-450 – 130-300 – – –

6

5

4

3

2

1

a p

f 0.1 0.2 0.3 0.4 0.5 0.6

6

5

4

3

2

1

a p

f 0.1 0.2 0.3 0.4 0.5 0.6

WNMG … ISO-P

PHM

vc (m/min)

 2

M

FE:	  25A1
MN:	  15A1 / 25A1 (060408) 
	  15A1 / 25A1 (080408/12)

MN:	  25A1 (060404)
	  15A1 / 25A1 (080408/12)

80° FE MN

Application range

Legend �����������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������

Coated

 More wear-resistant
Tougher 

Geometry Size R Order designation

Art. no.

ISO P – Steels
ap (mm) / f (mm/U)

ISO P – Steels
ap (mm) / f (mm/U)
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  
  
– – –
– – –
– – –
– – –

UM
P2

0A
1

UM
P3

0A
1

UM
P4

0B
1

FE

~6
WN 6 0.4 WNMG 060404 FE1 … 559979

0.8 WNMG 060408 FE1 … 559980

~8
WN 8 0.4 WNMG 080404 FE1 … 560493

0.8 WNMG 080408 FE1 … 560496

MN

~6
WN 6 0.8 WNMG 060408 MN1 … 560484

~8
WN 8

0.4 WNMG 080404 MN1 … 560494 560495
0.8 WNMG 080408 MN1 … 560497 560498

UMP20A1 UMP30A1 UMP40B1

P M P M P M

FE – – 80-180 100-200 – –

MN – – 80-180 100-200 60-160 80-180

6

5

4

3

2

1

a p

f 0.1 0.2 0.3 0.4 0.5 0.6

6

5

4

3

2

1

a p

f 0.1 0.2 0.3 0.4 0.5 0.6

WNMG … ISO-M

MHM

vc (m/min)

 2

M

FE:	  30A1
MN:	  30A1 / 40B1 (060408/080408)
	  30A1 / 40B1 (080404)

FE:	  30A1
MN:	  30A1 / 40B1 (060408/080408)
		   30A1 / 40B1 (080404)

80° FE MN

Application range

Legend �����������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������

Coated

 More wear-resistant
Tougher 

Geometry Size R Order designation

Art. no.

ISO P – Steels
ap (mm) / f (mm/U)

ISO M – Stainless steels
ap (mm) / f (mm/U)



16

 8–9

 C N M G  1 2 0 4 0 8  M N 1  U M P 2 0 A 1

Index α

C 80° α
D 55°

W 80°

Index α

N 0°
α

Index s ± d ±

M 0.13 0.05–0.15*

d

s

Index

G

Index ≈l d

12 12 12.7  d

l16 16 15.88

11 11 9.53 d

l15 15 12.7

06 6.5 9.53

l08 8.7 12.7

Index s

04 4.76

s06 6.35

Index R

04 0.4

08 0.8

12 1.2

C = 80°

W = 80°

D = 55°

Index

FE1

MN1

RV1

Form of insert Clearance angle

Designation system

Indexable inserts

Tolerance Distinctive mark

* Dependent on dimension of insert

Edge length Insert thickness Corner radius Machining recommendation

Finishing

Medium
Normal machining

Roughing

Grades
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Notes
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multidec®-5000 – High-performance parting-off tools multidec®-5000

IN
N

O
V

A
TI

O
N

ENGLISH

HIGH-PERFORMANCE PARTING-OFF TOOLS

multidec®-5000 offers a comprehensive range of  
high-quality, high-performance parting-off tools,  
which have been specially developed for  
use on sliding headstock automatic lathes A

rt
ic

le
 4

00
93

3

multidec®-SAW – Solid carbide circular saw blades

multidec®-SAW is a large range of high-performance  
solid carbide circular saw blades that are  
very versatile and flexible in use.

A
rt

ic
le

 4
00

92
9

multidec®-SAW

ENGLISH

N
O

V
E

LT
Y

SOLID CARBIDE CIRCULAR SAW BLADES

More multidec® products from the company UTILIS

multidec®-CUT – G-LINE inserts multidec®-CUT

IN
N

O
V

A
TI

O
N

G-LINE INSERTS 
 
THE PERFORMANCE BOOST IN MACHINING!

ENGLISH

The performance boost in machining. 
New technology for creation of  
any three-dimensional chip- 
breaker shapes. A

rt
ic

le
 4

00
87

0

multidec®-CUT – WATCH-LINE inserts multidec®-CUT

IN
N
O
V
A
TI
O
N

ENGLISH

The WATCH-LINE range of turning inserts  
is designed for the efficient machining  
of very small parts in the watchmaking  
industry. A

rt
ic

le
 4

00
91

8
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multidec®-CARE – From the idea to the machine

multidec®-WHIRLING – The efficient way to make threads multidec®-WHIRLING

ENGLISH

THE EFFICIENT WAY TO MAKE THREADS

■ SIGNIFICANT PRODUCTIVITY GAINS

■ UP TO 50% SHORTER MACHINING TIMES

■ TOP SURFACE QUALITY IN A SINGLE PASS

■ INSTANT TOOL CHANGING

■ ALMOST NO LIMIT ON THREAD LENGTHS

multidec®-CARE
FROM THE IDEA TO THE MACHINE

TIME STUDIES / TIME CALCULATIONS

SPECIAL TOOLS (multidec4you®)

FEASIBILITY STUDIES

ONLINE SERVICE

ON-SITE SERVICE

“TURNKEY” COMPLEX PROJECTS

ENGLISH

You have an order or an idea, and you want  
to know how to implement it?  
Together, we can realise a cost-effective  
solution for you.

multidec®-WHIRLING is the thread whirling  
tool system with multiple cutting edges;  
unlike the thread turning method,  
this enables the thread to be finished  
without burr in a single pass.

A
rt

ic
le
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00
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5

A
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00
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multidec®-MICRO TOOLS & -MILL – Solid carbide precision tools

multidec®-MICRO TOOLS contain various  
solid carbide micro tools for drilling,  
milling and TORX® milling.  
You will find a wide range of universal milling  
tools in the multidec®-MILL product range.

A
rt

ic
le

 4
00

92
5

multidec®-MICRO DRILL 
multidec®-MICRO MILL 
multidec®-FINECUT MILL 
multidec®-MILL

ENGLISH

SOLID CARBIDE  
PRECISION TOOLS

multidec®-LUB – Tool plates, complete

multidec®-LUB tool plate with an integrated coolant  
system and a tool stop system, which can be quickly  
and easily replaced with the existing one. 
 
Increase the performance of your machine!

A
rt

ic
le

 4
00

88
2

multidec®-LUB

IN
N

O
V

A
TI

O
N

TOOL PLATES WITH INTEGRATED COOLANT SUPPLY  

FOR MAXIMUM EFFICIENCY

INCREASE THE PERFORMANCE OF YOUR MACHINE!

ENGLISH

More multidec® products from the company UTILIS
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UTILIS AG, Precision Tools

Kreuzlingerstrasse 22, 8555 Müllheim, Switzerland

info@utilis.com, www.utilis.com

Phone   41 52 762 62 62, Fax   41 52 762 62 00+ +

Product video

SCAN ME!


